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LEVEL CONTROL FLOAT

SMALL MODEL KEY MODEL

For single function (draining)
cable length 1.5, 5, 10 m.
Counterweight available on request for
version with 5, 10 m cable.

For dual function
(draining/filling)
cable length 1.5, 5, 10 m.
Counterweight available on request for
version with 5, 10 m cable.
Version with plug and socket for
single-phase pumps up to 1 kW.

For solids-laden water (without
mercury).
Cable length: 15 m.

MC MATIC MODEL

BALL CHECK VALVES FOR
SOLIDS-LADEN WATER
No-clog, maximum reliability, low flow resistance.
Maximum operating pressure: 10 bar.
Maximum temperature: 85°C.
Horizontal or vertical operating position.

DN DN

MODEL 1”1/4 - 1”1/2 - 2” MODEL 80 - 100 - 150

MODEL DIMENSIONS (mm) WEIGHT

BALL Ø L H kg

Rp 1”1/4 48 140 80 2
Rp 1”1/2 50 140 80 4
Rp 2” 60 200 98 5,5
DN 80 95 260 163 13
DN 100 120 300 210 18
DN 150 175 400 250 37
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TECHNICAL APPENDIX

FLOW RESISTANCE

PORTATA DIAMETRO NOMINALE IN mm E IN POLLICI

m3/h l/min. 15 20 25 32 40 50 65 80 100 125 150 175 200 250 300 350 400
1/2” 3/4” 1” 1 1/4” 11/2” 2” 21/2” 3” 4” 5” 6” 7” 8” 10” 12” 14” 16”

0,6 10
V 0,94 0,53 0,34 0,21

hr 11,8 2,82 1 0,25

0,9 15
V 1,42 0,8 0,51 0,31

hr 25,1 6,04 2,16 0,55

1,2 20
V 1,89 1,06 0,68 0,41 0,27

hr 43,1 10,4 3,72 0,95 0,31

1,5 25
V 2,36 1,33 0,85 0,52 0,33

hr 64,5 15,8 5,68 1,47 0,47

1,8 30
V 2,83 1,59 1,02 0,62 0,4

hr 92 22,3 8 2,09 0,66

2,1 35
V 3,3 1,86 1,19 0,73 0,46 0,3

hr 123 29,8 10,8 2,81 0,89 0,31

2,4 40
V 3,77 2,12 1,36 0,83 0,53 0,34

hr 164 38,2 13,8 2,65 1,15 0,4

3 50
V 4,72 2,65 1,7 1,04 0,66 0,42

hr 246 58,2 21,5 5,6 1,75 0,61

3,6 60
V 3,18 2,04 1,24 0,8 0,51

hr 82 30 8 2,48 0,86

4,2 70
V 3,72 2,38 1,45 0,93 0,59

hr 110 40 10,8 3,33 1,14

4,8 80
V 4,25 2,72 1,66 1,06 0,68

hr 141 51,5 13,9 4,3 1,46

5,4 90
V 3,06 1,87 1,19 0,76 0,45

hr 64 17,5 5,4 1,82 0,46

6 100
V 3,4 2,07 1,33 0,85 0,5

hr 79 21,4 6,6 2,22 0,56

7,5 125
V 4,25 2,59 1,66 1,06 0,63

hr 120 33 10 3,4 0,86

9 150
V 3,11 1,99 1,27 0,75 0,5

hr 47 14,2 4,74 1,21 0,43

10,5 175
V 3,63 2,32 1,49 0,88 0,58

hr 63 19 6,3 1,63 0,57

12 200
V 4,15 2,65 1,7 1,01 0,66

hr 82 24,5 8,1 2,1 0,74

15 250
V 5,18 3,32 2,12 1,26 0,83 0,53

hr 126 37,5 12,3 3,2 1,12 0,36

18 300
V 3,98 2,55 1,51 1 0,64

hr 53 17,3 4,5 1,58 0,51

24 400
V 5,31 3,4 2,01 1,33 0,85

hr 92 29,5 7,8 2,7 0,89

30 500
V 6,63 4,25 2,51 1,66 1,06 0,68

hr 140 44,8 12 4,13 1,36 0,48

36 600
V 5,1 3,02 1,99 1,27 0,82

hr 63 16,9 5,8 1,93 0,68

42 700
V 5,94 3,52 2,32 1,49 0,95

hr 84 22,6 7,8 2,6 0,9

48 800
V 6,79 4,02 2,65 1,70 1,09 0,75

hr 108 29 10 3,35 1,16 0,43

54 900
V 7,64 4,52 2,99 1,91 1,22 0,85

hr 134 36 12,5 4,2 1,45 0,54

60 1000
V 5,03 3,32 2,12 1,36 0,94

hr 44,5 15,2 5,14 1,76 0,66

75 1250
V 6,28 4,15 2,65 1,70 1,18 0,87

hr 68 23 7,9 2,68 1 0,48

90 1500
V 7,54 4,98 3,18 2,04 1,42 1,04

hr 96 32,6 11,2 3,77 1,42 0,68

105 1750
V 8,79 5,81 3,72 2,38 1,65 1,21 0,93

hr 129 43,5 15 5,04 1,9 0,91 0,45

120 2000
V 6,63 4,25 2,72 1,89 1,39 1,06 0,68

hr 56 19,4 6,5 2,43 1,18 0,58 0,16

150 2500
V 8,29 5,31 3,40 2,36 1,73 1,33 0,85

hr 85 30 9,8 3,75 1,79 0,89 0,25

180 3000
V 9,95 6,37 4,08 2,83 2,08 1,59 1,02 0,71

hr 120 42 13,8 5,3 2,53 1,25 0,35 0,15

300 5000
V 10,62 6,79 4,72 3,47 2,65 1,70 1,18 0,87 0,66

hr 124,9 41,3 16,74 7,81 4,03 1,34 0,54 0,25 0,13

600 10000
V 13,59 9,44 6,93 5,31 3,4 2,36 1,73 1,33

hr 161 65 30,2 15,6 5,16 2,09 0,97 0,5

1200 20000
V 6,79 4,72 3,47 2,65

hr 20,1 8,13 3,8 1,95

1800 30000
V 7,7 5,2 4,0

hr 18,07 8,39 4,32

3000 50000
V 11,8 8,67 6,63

hr 49,5 23 11,8

4500 75000
V 17,7 13 9,9

hr 110,5 51,3 26,4

6000 100000
V 17,33 13,27

hr 90,6 46,6

LE PERDITE DI CARICO DEVONO ESSERE MOLTIPLICATE PER:
• 0,8 per tubi in acciaio inox
• 1,25 per tubi in acciaio leggermente arrugginiti
• 1,7 per tubi con incrostazioni che riducono la sezione di passaggio
• 0,7 per tubi di alluminio
• 1,3 per tubi in fibra di cemento
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TABLE OF FLOW RESISTANCE IN 100 m OF A NEW AND STRAIGHT CAST
IRON PIPELINE

FLOW RATE NOMINAL DIAMETER IN mm AND INCHES

THE FLOW RESISTANCE MUST BE MULTIPLIED BY:
•  0.8 for stainless steel pipes
•  1.25 for slightly rusted steel pipes
•  1.7 for pipes with deposits that reduce the flow section
•  0.7 for aluminium pipes
•  1.3 for fibre-cement pipes
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VELOCITÀ CURVE AD ANGOLO VIVO CURVE NORMALI SARACI- VALVO- VALVO-
DELL’ACQUA NESCHE LE DI LE DI

NORMALI FONDO RITEGNO

m/sec a = 30° a = 40° a = 60° a = 80° a = 90° d =  0,4 d =  0,6 d =  0,8 d =  1 d =  1,5
R R R R R

0,10 0,03 0,04 0,05 0,07 0,08 0,007 0,008 0,01 0,0155 0,027 0,030 30 30
0,15 0,06 0,07 0,10 0,14 0,17 0,016 0,019 0,024 0,033 0,06 0,033 31 31
0,2 0,11 0,13 0,18 0,26 0,31 0,028 0,033 0,04 0,058 0,11 0,058 31 31
0,25 0,17 0,21 0,28 0,4 0,48 0,044 0,052 0,063 0,091 0,17 0,090 31 31
0,3 0,25 0,30 0,41 0,6 0,7 0,063 0,074 0,09 0,13 0,25 0,13 31 31
0,35 0,33 0,40 0,54 0,8 0,93 0,085 0,10 0,12 0,18 0,33 0,18 31 31
0,4 0,43 0,52 0,71 1,0 1,2 0,11 0,13 0,16 0,23 0,43 0,23 32 31
0,5 0,67 0,81 1,1 1,6 1,9 0,18 0,21 0,26 0,37 0,67 0,37 33 32
0,6 0,97 1,2 1,6 2,3 2,8 0,25 0,29 0,36 0,52 0,97 0,52 34 32
0,7 1,35 1,65 2,2 3,2 3,9 0,34 0,40 0,48 0,70 1,35 0,70 35 32
0,8 1,7 2,1 2,8 4,0 4,8 0,45 0,53 0,64 0,93 1,7 0,95 36 33
0,9 2,2 2,7 3,6 5,2 6,2 0,57 0,67 0,82 1,18 2,2 1,20 37 34
1,0 2,7 3,3 4,5 6,4 7,6 0,7 0,82 1,0 1,45 2,7 1,45 38 35
1,5 6,0 7,3 10 14 17 1,6 1,9 2,3 3,3 6 3,3 47 40
2,0 11 14 18 26 31 2,8 3,3 4,0 5,8 11 5,8 61 48
2,5 17 21 28 40 48 4,4 5,2 6,3 9,1 17 9,1 78 58
3,0 25 30 41 60 70 6,3 7,4 9 13 25 13 100 71
3,5 33 40 55 78 93 8,5 10 12 18 33 18 123 85
4,0 43 52 70 100 120 11 13 16 23 42 23 150 100
4,5 55 67 90 130 160 14 21 26 37 55 37 190 120
5,0 67 82 110 160 190 18 29 36 52 67 52 220 140

1) Le perdite di carico nelle curve sono soltanto quelle dovute alla contrazione dei filetti liquidi per cambiamento di direzione: lo sviluppo delle curve deve quindi
essere compreso nella lunghezza della tubazione.

2) Le perdite di carico nelle valvole e saracinesche sono state determinate in base a prove pratiche.

TECHNICAL APPENDIX

FLOW RESISTANCE

TABLE OF FLOW RESISTANCE IN BENDS, VALVES AND GATES IN cm OF
COLUMN OF WATER

WATER
SPEED

SHARP BENDS SMOOTH BENDS STANDARD
GATE

VALVES

FOOT
VALVES

CHECK
VALVES

1) Flow resistance in bends is due to the contraction of the liquid threads resulting from the change of direction: the development of the bends must there-
fore be included in the length of the pipeline.

2) Flow resistance in valves and gates was determined on the basis of practical tests.
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TECHNICAL APPENDIX

l/min m³/h ft³/h ft³/min imp. gal./min US gal./min

1,0000 0,0600 2,1189 0,0353 0,2200 0,2640

16,6670 1,0000 35,3147 0,5886 3,6660 4,4030

0,4720 0,0283 1,0000 0,0167 0,1040 0,1250

28,3170 1,6990 60,0000 1,0000 6,2290 7,4800

4,5460 0,2728 9,6326 0,1605 1,0000 1,2010

3,7850 0,2271 8,0209 0,1337 0,8330 1,0000

0,1100 0,0066 0,2339 0,0039 0,0240 0,0290

N/m² kPa bar psi m H2 O mm Hg

1,0000 0,0010 1 x 10
5

1,45 x 10
-4

1,02 x 10
-4

0,0075

1.000,0000 1,0000 0,0100 0,1450 0,1020 7,5000

100.000,0000 100,0000 1,0000 14,5000 10,2000 750,1000

98.067,0000 98,0700 0,9810 14,2200 10,0000 735,6000

6.895,0000 6,8950 0,0690 1,0000 0,7030 51,7200

2.984,0000 2,9840 0,0300 0,4330 0,3050 22,4200

9.789,0000 9,7890 0,0980 1,4200 1,0000 73,4200

133,3000 0,1330 0,0013 0,0190 0,0140 1,0000

3.386,0000 3,3860 0,0338 0,4910 0,3450 25,4000

millimetre               centimetre                   metre                         inch                        foot                          yard
mm cm m in ft yd

1,0000 0,1000 0,0010 0,0394 0,0033 0,0011

10,0000 1,0000 0,0100 0,3937 0,0328 0,0109

1000,0000 100,0000 1,0000 39,3701 3,2808 1,0936

25,4000 2,5400 0,0254 1,0000 0,0833 0,0278

304,8000 30,4800 3,0480 12,0000 1,0000 0,3333

914,4000 91,4400 0,9144 36,0000 3,0000 1,0000

cubic metre                   litre                       millilitre                imp. gallon                US gallon               cubic foot
m³ l ml imp. gal. US gal ft³

1,0000 1.000,0000 1 x 10
6

220,0000 264,2000 35,3147

0,0010 1,0000 1.000,0000 0,2200 0,2642 0,0353

1 x 10
-6

0,0010 1,0000 2,2 x 10
-4

2,642 x 10
-4

3,53 x 10
-5

0,0045 4,5460 4.546,0000 1,0000 1,2010 0,1605

0,0038 3,7850 3.785,0000 0,8327 1,0000 0,1337

0,0283 28,3170 28.317,0000 6,2288 7,4805 1,0000

Pressione e Prevalenza

Newton per square 

metre
kiloPascal bar pound force per 

square inch
metre of water         millimetre of

mercury

Volume

imp. gal. per 

minute
US gal. per 

minute

Lunghezza

Portata Volumetrica

litres
per minute

cubic metres              cubic feet
per hour                  per hour

cubic feet
per minute

VOLUMETRIC CAPACITY

PRESSURE AND HEAD

LENGTH

VOLUME
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